California Landfill Methane Control Measure

Information is current as of April 12, 2010. The regulation is due to be officially approved June 17, 2010; additional modifications may be forthcoming.




COMPARISON OF CALIFORNIA LANDFILL METHANE CONTROL MEASURE WITH EXISTING NON-METHANE ORGANIC COMPOUND (NMOC) CONTROL MEASURES

REQUIREMENT

LFG controls - enclosed flare

New Source Performance
Standard (NSPS)

(NMOC Control)

Greater than or equal to 98% NMOC
control or less than 20 ppmvd Cs @
3% 02

California Landfill Methane
Control Measure (LF MCM)

CHa control greater than or equal to
99%

Bay Area Air Quality Management
District (BAAQMD) Landfill
Regulation 8 Rule 34 (NMOC)

Greater than or equal to 98% NMOC
control or less than 30 ppmvd CHs@
3% 02

South Coast Air Quality
Management District (SCAQMD)
Rule 1150.1 (NMOC)

Greater than or equal to 98% NMOC
control or less than 20 ppmvd Cs @
3% 02

LFG controls - open flare

Utility flare meeting 40CFR60.18
requirements

Limited use after January 1, 2018

Not allowed

Not allowed

LFG controls-landfill gas to
energy (LFGTE) facility

Greater than or equal to 98% NMOC
control or less than 20 ppmvd Cs @
3% 02

CHa control greater than or equal to
99%
ICE: 3000 ppmvd @ 15% O2

Greater than or equal to 98% NMOC
control or less than 30 ppmvd CH4@
3% 02

Greater than or equal to 98% NMOC
control or less than 20 ppmvd Cs @
3% 02

Key monitoring parameters

=  Determined by source test

= Flare temperature or as
negotiated

=  Determined by source test

Continuous vacuum?

= Determined by source test

= No frequency specified

= Quarterly monitoring

Wellhead pressure limit Continuous vacuum? Continuous vacuum? Not required
Wellhead temperature limit, LFG less than131°F (55°C) No limit specified LFG less than131°F (55C) Not required
degrees Fahrenheit (°F) and

degrees Celsius (°C)

Wellhead LFG quality LFG less than 20% N2 or 5% 02 Not required LFG less than 20% Nz or 5% Oz Not required
Pressurized component limits Not required = <500 pmv = <1000 ppmvd at 1 cm Not required

1 Spacing can be increased to 100 feet upon meeting certain criteria (§95471(c) (1) (B) 2).
2 Some allowance for shutdown or maintenance, or other limited operating events.
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